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PHASING NOTES:

— PHASES ASSOCIATED BY A SOLID LINE WILL
NOT OPERATE CONCURRENTLY.

— PHASES ASSOCTATED BY A DASHED LINE
MAY/WILL OPERATE CONCURRENTLY.

GENERAL NOTES:

1. THE CONDUIT IS TO BE INSTALLED PRIOR
TO THE FINAL ROADWAY SURFACE COURSE.

2. ALL PROPOSED TRAFFIC SIGNAL EQUIPMENT
SHALL BE INSTALLED TO FINAL GRADE.

3. MARKING TO BE INSTALLED AS SHOWN
ON DRAWING NO. SN-3.

4. SEE DRAWING NO. SS-23 FOR WIRI
Ré%ggAM. PHASE CHART AND ADDIT
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CONSTRUCTION DETAILS

A. INSTALL 27 FT. STEEL POLE WITH
62 FT. MAST ARM. SIGNAL HEADS.,
AND SIGNS. STATIDN 28+783 LEFT
o7 FT. (NOTE: FOUR 2 IN. X 90 IN.
ANCHOR BOLTS, ONE-3 IN. PVC
CONDUIT BEND).

B. INSTALL 27 FT. STEEL POLE WITH 54
FT. MAST ARM, SIGNAL HEADS, AND
SIGNS. STATION 28+487s: RIGHT 57 FT.
(NOTE: FOUR 2 IN. x 90 IN. ANCHOR
BOLTS. ONE-3 IN. PVC CONDUIT BEND).

C. INSTALL 27 FT. STEEL POLE WITH 54
FT. MAST ARM, SIGNAL HEADS, AND
SIGNS. STATION 31+02: LEFT 57 FT.
(NOTE: FOUR 2 IN. x 90 IN. ANCHOR
BOLTS., ONE-3 IN. PVC CONDUIT BEND).

D. INSTALL 27 FT. STEEL POLE WITH ==
62 FT. MAST ARM. SIGNAL HEADS. AND s
SIGNS. STATION 31+225; RIGHT 58 FT.
(NOTE: FOUR 2 IN. X 90 IN. ANCHOR
BOLTS. ONE-3 IN. PVC CONDUIT BEND)

E. EXISTING NEMA SIZE “6” BASE MOUNTED O &
CABINET AND CONTROLLER WITH CONTROL <
AND DISTRIBUTICON EQUIPMENT FOR %; i %
UNDERGRDUND ELECTRICAL SERVICE. = \

F. INSTALL HANDHOLE. [? 2 E;?E\\ \
g /
G. INSTALL 3 IN. PVC SCHEDULE 80 / / \ \
ELECTRICAL CONDUIT—TRENCHED. p p 7 \
H. INSTALL 3 IN. PVC SCHEDULE 80 - <7 \

SLOTTED PRIOR TO THE INSTALLATION -
OF THE FINAL ROADWAY SURFACE COURSE. ggg Eggfgm 6.06

I. INSTALL TwWO0—-4 IN. PVC SCHEDULE 80 / foﬂ%Zy%Tl
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MATCH LINE - STATION 27+75
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MATCH LINE — STATION 32425 (DWG NO. SS-22)

R3-1 R5-1
30" x 30" 30" x 30”

>1AGE 10

(ULTIMATE DESIGN)

SCALE 17 : 20

CONDUIT— SLOTTED PRIOR TO THE R/L MB\RTE 140
" INSTALLATION OF THE FINAL RODADWAY :
SURFACE COURSE. s . 1 \

J. TWO—-4 IN. PVC SCHEDULE 80 UNDERBRIDGE \ \
CONDUIT TO BE INSTALLED BY THE BRIDGE / \
CONTRACTOR. | \ \

K. INSTALL VIDEQ DETECTION ON MAST | \ EWG NO. SS-20

ARM AS DIRECTED BY PER THE ENGINEER \ \
\
1

L. INSTALL SURVEILLANCE CAMERA ON TQOP
-~ OF SIGNAL POLE.

!
M. INSTALL 24 IN. WHITE MARKING. \ \
\

N. INSTALL TWO 3 IN. PVC SCHEDULE 80 \
ELECTRICAL CONDUIT-TRENCHED. \
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